Presidium Carat Scale
PCS 100

USER MANUAL

Specifications

+ Weighing Capacity Max.100 ct/20g/0.64302t/308.65gr
- Calibration Weight 20g/100 carats
- Graduation 0.01 ¢t/0.002g/0.00010zt/0.05gr
- Tare Range 0 - 100.00 carats
. Operating Temperature 15°-35% (65° - 95" F)
. Storage Temperature 34°-51% (30°-125"F)
- Power 4x"AAA" Battery
A.C Adaptor (Optional)
- Automatic Shut Off 10 Minutes
- Dimension 114 (W) x 152 (L) x 41 (T)
- Weight 240 Grams without Battery



PREPARING THE SCALE FOR USE

1.01 Insert 4 "AAA" size batteries into the battery
compartment

1. DISPLAY WINDOW 7. CALIBRATION WEIGHT 20g
2. CALIBRATION BUTTON 8 TRAY

3. MODE BUTTON 9. VESSEL

4. TARE BUTTON 10. OPENING RECESS

5. ON/OFF BUTTON 11. TRANSPARENT LID

6. AC ADAPTOR INLET 12. BATTERY COVER




1.03 Place scale on flat level surface.
1.04 Lift up the transparent lid (11)

1.05 Press On/Off button (5) to turn the scale "ON".
1.06 All segments on the display (1) should blink 3 times
for self- testing to ensure that LCD is functioning

properly.

1.07 After the "CAL" display starts blinking; place the
calibration weight (7) on the weighing tray (8).
1.08 Close the transparent lid (11).
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1.09 As soon as the calibration weight is placed onto the
tray, the "CAL" will become stable. After a few seconds,
"20.000g" will appear, this signals completion of the

calibration cycle.
1.10 Remove the "calibration weight" and the scale is ready

for use.
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/ Jee 2.04 In case a "Vessel" (9) is required, place it on the
"Tray" (8) and press "TARE" (4) to offset the

2.02 Take the measurement only when "READY" weight of the vessel.
stops blinking.
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